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OFFIOER'S QUARTERS "“F"

Fort Laramis, Wyoming

| CUSTODIAN

United States '
Department of the Interior
'National Park Service

. DATE OF ERECTION

Erected in 1886 as officer s living quarters for one f&m;ly.
BUILDER |
Designed and built by Enginﬁering Department of U. S. Army.

PRESENT CONDITION

This building is in feir condition. The exterior walls have a few
small erecks over the door and windows, plaster is off the outside walls
in & few places. Doors and windows are weethered eand deteriorated some
because of lamck of paint but they are intact. A few window panes were
broken et time measurements were made, but have been replaced. A new
shingle roof was put on in 1940 at the sume time the gutters were rebuilt-
end chimneys torn down to roof line and rebuilt. The floors are in fair
condition, worn some at exterior doors. Plaster is off walls and ceiling’
in pleces due to roof leeking. Wall psaper is very dirty end torn~~it is
off in meny places.

NUMBER OF STORIES

Front portion is two stories (or sometimes called one and one-half
stories), the second floor being partlally within the mansard roaf. The
rear portion is of one story.

MATERIAL OF CONSTRUCTION

The footings and exterior walls, approximetely 19" thieck, are of
lime sggregete construction (lime, gravel and water mixed in desired
proportions and poured into forms to set). Nelling blocks were put in
where desired for trim,windows ete.

The exterior wells ere plaster on outside with & white sand finlsh
plaster approxlmately's/é“ thick. :




The roof and dormers are of freme construction, shingles are f?af.'
4/2 - 18" over 1" sheathing. '

Flooring is of 1" tomgwe and groove, with approximately 3 1/4"
fooe. : : :

 Interior partitions are of 2" x 4" studs, wood lath and smooth
- finish plaster,

Plaster on exterior walls is of smooth fIHISh applied dlrectly on
line saggregate. : :

Steirway: The newel post, balusters and hend rail aré of sbl’id R
walnut with natural finish. With exceptlen.of a few‘balustars missing-ﬁ:
the stalrway is in good vondition. : .

‘Herdwere; Hinges (door butts) ere of cast iron designé anghdﬁﬂx”f:' P
on drawings. Look set is surface type, with the body of cast iron. . .

Neils: Cut neils are used throughout'.

Painting (Exterior): The exterior doors and windows, trim, .
corniecse, fremt and rear porch columns, dormers, rear entrance vastibule
.’ are painted marcon.

Painting and Finish (Interior):

Stair Hall 1st fldor{” Doors, door trim, trim around,ﬁfgﬁﬁ  f,if
~door side lights &nd trensom, stair treads and risers, gnd'bggeéiz;_
board sre palnted naroon. - : S e e

Room No. 1~ ﬂloor docrs, wandcws baseboard doo'
. window trim, eto.+ are painted white. Ceiling is. painted.buff.
Wﬁlls _&re palnted 8 light greens :

_ Room No. 2: Doors, windo“rs, basaboard mndow trim, doo

trim, ete. are a pale green. . Wﬁlls end ceiling are papere&;' The:

. well paper on side walls is of 8 wery elaborate Type. It.hasaa

- wide border at top approximetely 16" wide of a flower desmgn'in
- slaborate glossy cclors, m’ch gfcld edges. . :

- Rear Vestibule; Boors, window, ‘door trim wmndow trnm,__
‘baseboard etc. are painted gray. The ceiling is of 1* boards
-and has been gapervd. walls are of plaster w1th wall paper over

. Room Noe 317 boqr “?'f‘fff'f ‘door trim, window-trim the'
s buile=in cupboard, bad ) G 'all palnted 8 ereum 09
"ﬂjwﬁalls and celllng are.pai"tad”b
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Room Noe. 4:; Doors, windows, window trim, door trim, bessboard
ete. are painted gray. Wells and ceiling are painted a dark greene.

Room No. 53 Doors , windows, window trim, doer trim, beseboard,
corner shelf, etc. are painted & dark cream color. The ceiling is
painted buff. The walls are painted light blue.

Rooms No. 6, 7 end 83 Doors, windows, door trim, window trim,
baseboard, ete. are painted white., Walls and ceiling are papered.

Room Ne. 9: Door, windows, trim of windows, door trim,
baseboard, etc. are painted maroon. Walls and ceiling are papered.

Steir Hell 2nd Floor: Doors, window, window trim, door trim,
basebourd efo. are painted maroon. Walls and ceiling are papered.
Steir railing is natural finish walnut,.

leslie E, Wilkle,
Assistent Architect.
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Addendum to .
Fort Laramie, Officer's Quarters F MRS,
(Fort Laramie National Historic Site) N

Fort Laramie
Coshen County
Wyoming 5%
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ADDENDUM TO:

OFFICER'S QUARTERS "F"

(Burt House)

Fort Laramie National Historic Site
Fort Laramie

Goshen County

Wyoming
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